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Data Sheet
Terminal Blocks
New SAK Series

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
32758 Detmold, Germany
T	 +49 5231 14-0
F	 +49 5231 14-292083

Weidmüller SAK is the designation for a terminal block 
that has proven itself on the market for more than 60 years. 
Using the side-by-side (stackable) mounting principle, 
electrical terminals made of plastic replaced breakable 
porcelain constructions in switchgear cabinets. One could – 
as a result – easily say: “SAK was the first family of terminals 
in the world that helped the electrical industry make a 
technological breakthrough.”

New SAK series makes more product improvements and 
updates based on the current SAK series, which further 
meet market requirements, especially in Asian markets:

•	 New color design with grey
•	� Modified PA66, flammability level V0  

and Max working temperature 120 °C
•	� Weidmuller stardand clamping yoke  

with high pull out force
•	 Screwed cross connection
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Feed-through terminals

Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage� V
Rated current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

Grey
Blue

Yellow
Red

Black

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKDU 2.5 2.5 mm2

5.5/44.5/41
41/6
0.5 – 2.5

IEC  UL CSA
800
24
2.5

8/3
A2/V0

0.5 – 2.5
0.5 – 2.5
0.4 – 0.6 (M 2.5)
9/0.6x3.5

Type Qty. Order No.
SAKDU 2.5 100 1124200000
SAKDU 2.5 BL 100 1370170000
SAKDU 2.5 YE 100 1370820000
SAKDU 2.5 RE 100 1370840000
SAKDU 2.5 BK 100 1370830000

Type Qty. Order No.
SAKQ 2.5/2 50 1129270000
SAKQ 2.5/3 50 1129280000
SAKQ 2.5/4 50 1129290000
SAKQ 2.5/10 20 1129300000

Type Qty. Order No.

Type Qty. Order No.
SAKAP 2.5-4 20 1129460000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/5.5 PLUS MC NE 1000 1125030000

SAKDU 4 4 mm2

6.1/44.5/41
32/4
0.5 – 4

IEC  UL CSA
800
32
4

8/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
10/0.6x3.5

Type Qty. Order No.
SAKDU 4 100 1124210000
SAKDU 4 BL 100 1370180000
SAKDU 4 YE 100 1370850000
SAKDU 4 RE 100 1370880000
SAKDU 4 BK 100 1370870000

Type Qty. Order No.
SAKQ 4/2 50 1129310000
SAKQ 4/3 50 1129320000
SAKQ 4/4 50 1129330000
SAKQ 4/10 20 1129340000

Type Qty. Order No.
QB 75/6.2/15 10 0535200000
QB 75/6.2/9/WI 10 0526400000
ISPF QB 75 SW 10 0526700000
Type Qty. Order No.
SAKAP 2.5-4 20 1129460000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000
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Feed-through terminals

Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage� V
Rated current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

Grey
Blue

Yellow
Red

Black

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKDU 6 6 mm2

8/45.5/47
41/6
0.5 – 6

IEC  UL CSA
800
41
6

8/3
A5/V0

0.5 – 6
0.5 – 6
0.8 – 1.2 (M 3.5)
12/0.8x4

Type Qty. Order No.
SAKDU 6 100 1124220000
SAKDU 6 BL 100 1370190000
SAKDU 6 YE 100 1371730000
SAKDU 6 RE 100 1371750000
SAKDU 6 BK 100 1371740000

Type Qty. Order No.
SAKQ 6/2 50 1129350000
SAKQ 6/3 50 1129370000
SAKQ 6/4 50 1129380000
SAKQ 6/10 20 1129390000

Type Qty. Order No.
QB 58/8/15 10 0545400000
QB 58/8/9/WI 10 0545300000
ISPF QB 75 SW 10 0546000000
Type Qty. Order No.
SAKAP 6-10 20 1129470000

Type Qty. Order No.
SD 0.8X4 1 9008340000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/8 PLUS MC NE WS 800 1046350000

SAKDU 10 10 mm2

10/45.5/47
57/10
0.5 – 10

IEC  UL CSA
800
57
10

8/3
B6/V0

0.5 – 10
0.5 – 10
1.2 – 1.6 (M 4)
12/1.0x5.5

Type Qty. Order No.
SAKDU 10 100 1124230000
SAKDU 10 BL 100 1370200000
SAKDU 10 YE 100 1371770000
SAKDU 10 RE 100 1371790000
SAKDU 10 BK 100 1371780000

Type Qty. Order No.
SAKQ 10/2 50 1129400000
SAKQ 10/3 50 1129410000
SAKQ 10/4 50 1129430000
SAKQ 10/10 20 1129440000

Type Qty. Order No.

Type Qty. Order No.
SAKAP 6-10 20 1129470000

Type Qty. Order No.
SD 1.0X5.5 1 9008350000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000
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Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage� V
Rated current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

Grey
Blue

Yellow
Red

Black

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole
�Connecting sleeve
� Fixing screw

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKDU 16 16 mm2

12/50/50.5
76/16
2.5 – 16

IEC  UL CSA
1000

76
16

8/3
B6/V0

2.5 – 16/4 – 16
4 – 16/4 – 16
1.2 – 1.6 (M 4)
15/5.5x1.0

Type Qty. Order No.
SAKDU 16 50 1256770000
SAKDU 16 BL 50 1370240000
SAKDU 16 YE 50 1371800000
SAKDU 16 RE 50 1371820000
SAKDU 16 BK 50 1371810000

Type Qty. Order No.
SAKQ 16/2 20 1257090000
SAKQ 16/3 20 1257110000
SAKQ 16/4 20 1257120000
SAKQ 16/10 20 1257130000

Type Qty. Order No.

Type Qty. Order No.
SAKAP 16 20 1257070000

Type Qty. Order No.
SD 1.0X5.5 1 9008350000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

SAKDU 35 35 mm2

15.9/52/59
125/35
2.5 – 35

IEC  UL CSA
800
125
35

8/3
B8/V0

2.5 – 16/4 – 35
2.5 – 35/2.5 – 35
4.0 – 5.0 (M 6)
16/6.5x1.2

Type Qty. Order No.
SAKDU 35 50 1257010000
SAKDU 35 BL 50 1370250000
SAKDU 35 YE 50 1371830000
SAKDU 35 RE 50 1371850000
SAKDU 35 BK 50 1371840000

Type Qty. Order No.
QL SAKQ35/2 20 20 1257140000
QL SAKQ35/3 20 20 1257150000
QL SAKQ35/4 20 20 1257160000
QL SAKQ35/10 20 20 1257170000
VH 13/8/5 SAKQ 35 50 50 1298510000
KISC M 4X26 SAKQ 35 50 50 1298590000
Type Qty. Order No.

Type Qty. Order No.
SAKAP 35 20 1257080000

Type Qty. Order No.
SD 1.2X6.5 1 9009010000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

Feed-through terminals
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Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage to adjacent terminal� V
Short time withstand current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

Grey

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKPE 2.5 2.5 mm2

5.5/51/41

PE-/2.5
0.5 – 2.5

IEC  UL CSA
800

300A (2.5 mm2)
2.5

8/3
A2/V0

0.5 – 2.5
0.5 – 2.5
0.4 – 0.6 (M 2.5)
9/0.6x3.5

Type Qty. Order No.
SAKPE 2.5 100 1124240000

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.
SAKAP 2.5-4 20 1129460000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

SAKPE 4 4 mm2

6.1/51/41

PE-/4
0.5 – 4

IEC  UL CSA
800

480A (4 mm2)
4

8/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
10/0.6x3.5

Type Qty. Order No.
SAKPE 4 100 1124450000

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.
SAKAP 2.5-4 20 1129460000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

PE terminals
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PE terminals

Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage to adjacent terminal� V
Short time withstand current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

� Green/yellow

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKPE 6 6 mm2

8/51/47

PE-/6
0.5 – 6

IEC  UL CSA
800

720A (6 mm2)
6

8/3
A5/V0

0.5 – 6
0.5 – 6
0.8 – 1.2 (M 3.5)
12/0.8x4

Type Qty. Order No.
SAKPE 6 100 1124470000

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.
SAKAP 6-10 20 1129470000

Type Qty. Order No.
SD 0.8X4 1 9008340000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/8 PLUS MC NE WS 800 1046350000

SAKPE 10 10 mm2

10/51/47

PE-/10
0.5 – 10

IEC  UL CSA
800

1200A (10 mm2)
10

8/3
B6/V0

0.5 – 10
0.5 – 10
1.2 – 1.6 (M 4)
12/1x5.5

Type Qty. Order No.
SAKPE 10 100 1124480000

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.
SAKAP 6-10 20 1129470000

Type Qty. Order No.
SD 1.0X5.5 1 9008350000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000
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PE terminals

Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage to adjacent terminal� V
Short time withstand current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

� Green/yellow

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKPE 16 16 mm2

12/56/50.5

PE-/16
2.5 – 16

IEC  UL CSA
1000

1920A (16 mm2)
16

8/3
B6/V0

2.5 – 16/4 – 16
4 – 16/4 – 16
1.2 –1.6 (M 4)
15/5.5x1.0

Type Qty. Order No.
SAKPE 16 50 1256990000

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.
SD 1.0X5.5 1 9008350000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

SAKPE 35 35 mm2

16.4/56/59

PE-/35
2.5 – 35

IEC  UL CSA
800

4200A (35 mm2)
35

8/3
B8/V0

2.5 – 16/4 – 35
2.5 – 35/2.5 – 35
4.0 – 5.0 (M 6)
16/6.5x1.2

Type Qty. Order No.
SAKPE 35 25 1257020000

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.

Type Qty. Order No.
SD 1.2X6.5 1 9009010000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000
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Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage� V
Rated current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

� Grey

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

�Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKDK 4 4 mm2

6.1/59.5/61
32/4
0.5 – 4

IEC  UL CSA
690
32
4

6/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
8/0.6x3.5

Type Qty. Order No.
SAKDK 4 100 1256260000

Type Qty. Order No.
SAKQ 4/2 50 1129310000
SAKQ 4/3 50 1129320000
SAKQ 4/4 50 1129330000
SAKQ 4/10 20 1129340000

Type Qty. Order No.
QB 75/6.2/15 10 0535200000
QB 75/6.2/9/WI 10 0526400000
ISPF QB 75 SW 10 0526700000
Type Qty. Order No.
SAKAP/SAKDK 4 20 1257040000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 1129450000 50

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

SAKDU 4/ZZ 4 mm2

6.1/64/48
32/4
0.5 – 4

IEC  UL CSA
690
32
4

8/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
8/0.6x3.5

Type Qty. Order No.
SAKDU 4/ZZ 100 1255730000
SAKDU 4/ZZ/ZA 100 1421220000
SAKDU 4/ZZ/ZA BL 100 1421230000
SAKDU 4/ZZ/ZA BK 100 1421240000
SAKDU 4/ZZ/ZA RE 100 1421250000
SAKDU 4/ZZ/ZA YE 100 1421260000

Type Qty. Order No.
SAKQ 4/2 50 1129310000
SAKQ 4/3 50 1129320000
SAKQ 4/4 50 1129330000
SAKQ 4/10 20 1129340000

Type Qty. Order No.
QB 75/6.2/15 10 0535200000
QB 75/6.2/9/WI 10 0526400000
ISPF QB 75 SW 10 0526700000
Type Qty. Order No.
SAKAP/SAKDU 4/ZZ 20 1257030000
SAKAP/SAKDU 4/ZZ/ZA 20 1421270000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 1129450000 50

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

Double level terminals
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Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage� V
Rated current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

� Grey

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole
�Connecting sleeve
� Fixing screw

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black
Endplate

� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKTR 4 4 mm2

6.1/47.5/38.5
10/4
0.5 – 4

IEC  UL CSA
400
10
4

6/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
8

Type Qty. Order No.
SAKTR 4 100 1255750000

Type Qty. Order No.

Type Qty. Order No.
QB 75/6.2/15 10 0535200000
QB 75/6.2/9/WI 10 0526400000
ISPF QB 75 SW 10 0526700000
Type Qty. Order No.
SAKAP/SAKTR 4 20 1257050000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

SAKTR 4 2STB 4 mm2

6.1/47.5/38.5
10/4
0.5 – 4

IEC  UL CSA
400
10
4

6/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
8

Type Qty. Order No.
SAKTR 4 2STB 100 1255760000

Type Qty. Order No.

Type Qty. Order No.
QB 75/6.2/15 10 0535200000
QB 75/6.2/9/WI 10 0526400000
ISPF QB 75 SW 10 0526700000
Type Qty. Order No.
SAKAP/SAKTR 4 20 1257050000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000
Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

Dis connectins terminals



10 Subject to technical alterations and amendments without notice · Printed in Germany · 1451090000 · 07/2013 · SMDM

Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage� V
Rated current� A
Rated cross section� mm2

Rated impulse withstand voltage/Pollution severity� KV/-
Gauge to IEC60947-1/UL94 Flammability class

Clamped conductors
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Tightening torque range� Nm
Stripping length/Blade size� mm/mm

2 clamped cables with same cross section
Solid/Stranded� mm2

Flexible/Flexible with wire end ferrule� mm2

Ordering data

� Grey
� With LED, 24V AC/DC
� With LED, 230V AC/DC

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Cross connection comb, straight
� Cross connection comb, angled
� Insulation sleeve, black

Endplate
� Grey

Screwdriver

Endbracket
� Grey

Marking systems

SAKSI 4 4 mm2

8.1/52/42.5
6.3/4
0.5 – 4

IEC  UL CSA
500
6.3
4

6/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
8/0.6x3.5

Type Qty. Order No.
SAKSI 4 100 1255770000

Type Qty. Order No.

Type Qty. Order No.
QB 58/8/15 10 0545400000
QB 58/8/9/WI 10 0545300000
ISPF QB 58 SW 10 0546000000

Type Qty. Order No.
SAKAP/SAKSI 4 20 1257060000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000

Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

SAKSI 4 (with LED) 4 mm2

8.1/52/42.5
6.3/4
0.5 – 4

IEC  UL CSA
500
6.3
4

6/3
A3/V0

0.5 – 4
0.5 – 4
0.5 – 0.8 (M 3)
8/0.6x3.5

Type Qty. Order No.

SAKSI 4 LD 1D 24V AC/DC 25 1255780000
SAKSI 4 LD 1D 230V AC/DC 25 1255790000

Type Qty. Order No.

Type Qty. Order No.
QB 58/8/15 10 0545400000
QB 58/8/9/WI 10 0545300000
ISPF QB 58 SW 10 0546000000

Type Qty. Order No.
SAKAP/SAKSI 4 20 1257060000

Type Qty. Order No.
SD 0.6X3.5 1 9008330000

Type Qty. Order No.
SAKEW 35 50 1129450000

Type Qty. Order No.
DEK 5/6 PLUS MC NE WS 1000 1011320000

Fuse Terminals
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Different current transformer circuits, e.g.
for replacing measuring instruments or
electricity meters, can be realised.

Width/length/height with TS35� mm
Max. current/Max. conductor� A/mm2

Max. clamp range� mm2

Technical data
Rated data
Rated voltage� V
Rated current� A
Rated cross-section� mm²
Rated impulse voltage / Pollution severity� kV/-
Gauge to IEC 60947-1 / UL94 Flammability class
Approvals
Clamped conductors (H05V/H07V)
solid / stranded� mm²
flexible / Stranded wire with end ferrules� mm²
Tightening torque range (clamping screw)
Tightening torque range (slider)
Tightening torque range (test socket)
Stripping length / Blade size� mm/-

Ordering data

� Dark Beige
� Grey

Accessories
Screwed cross connection

� 2 pole
� 3 pole
� 4 pole
� 10 pole

Cross connection Comb
� Dark beige Wemid
� Dark beige Wemid
� Grey Wemid

Endplate
� Straight
� Angled
� insulaction profile Black
� insulaction profile Blue
� insulaction profile Red

Endbracket
� Cross connection slider

	 WKS 2/3	 STB 21.6	 VH16� Socket

� conneting sleeve
Marking systems

WTL 6/5 EN STB 6 mm2

7.9 x 68.5 x 48.5 / 53
57 / 10
0.5 – 10

IEC  UL CSA
600 300 300
41 45 45
6 AWG20–8 AWG20–8

6/3
A5/V0

Rated connection
0.5 – 10 / 0.5 – 10
0.5 – 10 / 0.5 – 6
0.8 – 1.6 (M3.5)
0.5 – 0.7 (M3)
0.5 – 0.7
12 / 4 x 0.8

Type Qty. Order No.
WTL 6/5 EN STB 50 1062810000
WTL 6/5 EN STB GR 50 1255950000

Type Qty. Order No.
WQV 6/2/CT 50 1062820000
WQV 6/3/CT 50 1062830000
WQV 6/4/CT 50 1062840000
WQV 6/10/CT 50 1062850000

Type width Qty. Order No.
WAP WTL 6/1L 1.5 mm 20 1957710000
WTW WTL 6/1 DB 1.5 mm 20 1068400000
WTW WTL 6/1 KGR 1.5 mm 20 1871500000

Type Qty. Order No.
QB 58/8/15 10 0545400000
QB 58/8/9/WI 10 0545300000
ISPF QB 58 SW 10 0546000000
ISPF QB 58 BL 10 0546080000
ISPF QB 58 RT 10 0546040000
Type Qty. Order No.
WKS 2/2 50 1936140000
WKS 2/3 50 1936150000
WKS 2/4 50 1936160000
WKS 2/5 50 1936170000
WKS 2/10 20 1936180000
Type Qty. Order No.
STB 21.6/45 GE 50 1936240000
Type Qty. Order No.
VH 16/5/3.5 SAK 10-35 50 0309700000
Type Qty. Order No.
DEK 5/8 PLUS MC NE WS 900 1046350000

WTL 6/5 EN 6 mm2

7.9 x 68.5 x 48.5 / 53
57 / 10
0.5 – 10

IEC  UL CSA
600 300 300
41 45 45
6 AWG20–8 AWG20–8

6/3
A5/V0

Rated connection
0.5 – 10 / 0.5 – 10
0.5 – 10 / 0.5 – 6
0.8 – 1.6 (M3.5)
0.5 – 0.7 (M3)
0.5 – 0.7
12 / 4 x 0.8

Type Qty. Order No.
WTL 6/5 EN 50 1106630000
WTL 6/5 EN GR 50 1255960000

Type Qty. Order No.
WQV 6/2/CT 50 1062820000
WQV 6/3/CT 50 1062830000
WQV 6/4/CT 50 1062840000
WQV 6/10/CT 50 1062850000

Type width Qty. Order No.
WAP WTL 6/1L 1.5 mm 1957710000
WTW WTL 6/1 DB 1.5 mm 20 1068400000
WTW WTL 6/1 KGR 1.5 mm 20 1871500000

Type Qty. Order No.
QB 58/8/15 10 0545400000
QB 58/8/9/WI 10 0545300000
ISPF QB 58 SW 10 0546000000
ISPF QB 58 BL 10 0546080000
ISPF QB 58 RT 10 0546040000
Type Qty. Order No.
WKS 2/2 50 1936140000
WKS 2/3 50 1936150000
WKS 2/4 50 1936160000
WKS 2/5 50 1936170000
WKS 2/10 20 1936180000
Type Qty. Order No.
STB 21.6/45 GE 1936240000 50
Type Qty. Order No.
VH 16/5/3.5 SAK 10-35 50 0309700000
Type Qty. Order No.
DEK 5/8 PLUS MC NE WS 900 1046350000

Dis connect test terminals
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